
CAROLINA TRAILERS & EQUIPMENT

Trailer:  12 Ton Gooseneck 

10 Ton Gooseneck

Standard Specifications
Framework
Mainframe: 10” @15 High Tensile Wide Flange I-Beam
Crossmembers: 3” Channel Structural Steel on 16” Centers
Flooring: Oak
Stake PocketsRub Rails:  (Optional D-Rings )
Ramps: 5’ Heavy Duty Tapered, Bar-Up, Fold Over Spring Loaded,

Adjustable
DoveTail: 5’  Self-Cleaning Angle

Undercarriage
Axles: 10,000# Dexter
Tires: LT 235-85R 16 LRE 10-Ply
Coupler: Adjustable Gooseneck 2 5/16”
Jack: Dual Jacks
Wheels: 16” 8o

Dimensions
Deck: 20’ Flat Deck
Width: 102” Over the Wheels

More Specs

Lighting & Wiring: Sealed Beam; DOT Approved
Protected Wiring
Breakaway Kit
Optional Tool Box
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12 Ton Gooseneck (GVWR: 25,500#)

Standard Specifications
Framework
Mainframe: 10”  WF High Tensile I-Beam @15 #ft
Crossmembers: 3” Channel on 16” Centers
Flooring: 2” Oak
Ramps: 5’ HD Tapered, Bar-Up, Fold Over Spring Assist, Adjustable
Siderails: Self-Cleaning Channel w/Stake Pockets, RubRails (or) D-Rings
Gooseneck: 8’ w/ 2-5/16” Adjustable Coupler

Undercarriage
Axles: (2) 10,000# Dexter Oil Bath
Tires: LT 235-85R 16 LRE 10-Ply SBR
Wheels: 16” HD Steel Disc (Budd  Style)
Jack: (1) or (2) 12,000#  Drop Leg
Brakes: Electric, All Wheels

Dimensions
Deck: 20’ Flat Deck + 5’ Dovetail
Width: 102”
DoveTail: 5’ Self-Cleaning Angle (or Oak Floored)

More Specs
Lighting & Wiring: Sealed Beam; DOT Approved, Recessed and Rubber-Mounted
Breakaway Kit
Optional Tool Box
Adjustable Spring Perches (for Axle Adjustment)
Optional Length
Optional Air Brakes
Choice of Standard Colors
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Dimensions:
*Overall Length: 45’
*Overall Width: 8' 6"
*Load well Length: 24'
*Load well Height: 24"
Frame:
*Main Beam: 16" at 67.
*Cross Members: 8 " x 10 lbs. Per ft.
*Side Rails: 12" Channel side rails.
Rear Axle:
2-25,000 lbs capacity axles.
King Pin:
3 1/2" heavy duty.
Tires:
8 each 255/70R x 22.5 "H" load range, steel belted radials.
Wheels:
8 each 8.25" x 22.5", 10 hole hub piloted steel disc wheels.
Brakes:
16.5" x 7" air brakes with spring parking brakes, automatic slack adjusters & ABS system.
Suspension:
Hutch 9700 4-Spring Equalizing
Front Ramps:
Front loading flip ramps with grousers.
Rear Tail Section:
Covered—Treadplate
Electrical:
12-Volt electrical system with standard 7 way SAE connector all lighting LED
sealed in rubber grommet mounting to DOT specifications.
Hydraulics:
Honda Self-Contained w/Switch over for Wet line hook-up.
Decking:
1 3/4" Rumber flooring, secured to frame with 5/16" self-taping torque screws.
Tie Downs:
12 Each 50 degree angled "D" ring tie downs 6 each side.
Out Riggers:
20 Each cast steel, lock-in-lock-out 10 each side with 2 extra planks.
Finish:
Sandblasted to near white, primed with 2 top coats, and choice of colors red, yellow, black, and white.

35-Ton, 2-Axle Detachable Gooseneck
Non-Ground Bearing Lowboy Trailer
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Dimensions:
Overall Length: 49' 9 "
Overall Width: 8' 6"
Load well Length: 24'
Load well Height: 20"
Frame:
Main Beam: 12" Fabricated, T-1 I-Beam with 3" camber
Cross Members: 8" & 4" on 12" centers
Side Rails: 12" Fabricated, T-1 I-Beam with 3" camber.
Rear Axles:
3-25,000 lbs capacity axles (3rd axle lift)
King Pin:
2" heavy duty.
Tires:
12 each 255/70R x 22.5 "H" load range, PSI 120 KPA 830 steel
belted radials.
Wheels:
12 each 8.25" x 22.5", 10 hole hub piloted steel disc wheels.
Brakes:
16.5" x 7" air brakes with spring parking brakes, automatic slack
adjusters andABS system.
Suspension:
Ridewell air ride suspension with height control valve.
Front Ramps:
Front loading ramps with grousers.
Electrical:
12-Volt electrical system with standard 7 way SAE connector all lighting LED
sealed in rubber grommet mounting to DOT specifications.
Hydraulics:
Wet line hook-up for tractor PTO operation.
Decking:
1 3/4" Rumber flooring, secured to frame with 5/16" self-taping torque screws.
Outriggers:
20 each cast steel lock-in-lock out 10 each side.
Tie Downs:
3/4" "D" ring tie downs.
Finish:
Sandblasted to near white, primed with 2 top coats, and choice of colors.

50 Ton, 3 Axle Detachable Gooseneck, Non-Ground Bearing Lowboy
(Maximum Capacity 100,000#. Shipping Weight of 20,700 lbs. +/- 3%)

Available Options for 50-Ton Detach

• Available in Ground-Bearing.
• Additional Lengths/Widths.
• Gooseneck: Additional Swing Clearance.
• Power Pack Hydraulics: 11hp-16hp

Honda, Combo Power Pack/Wet Line Kit.
• Lockable Toolbox & Chain Storage.
• Spare Tire & Wheel: 255/70 x 22.5 “H”.
• Rear Deck: Steel Wheel Covers

or Rumber Covered.
• Decking: Apitong, Oak & Pine.
• Ramps: Hydraulic w/3’ Beaver Tail.
• 4th Axle Flip, Air & Electrical.
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Dimensions:
Overall Length: 48' 6 "
Overall Width: 8' 6"
Load well Length: 24'
Load well Height: 20"
Frame:
Main Beam: 12" Fabricated, T-1 I-Beam with 3" camber.
Cross Members: 8" & 4" on 12" centers
Side Rails: 12" Fabricated, T-1 I-Beam with 3" camber.
Rear Axle:
3-25,000 lbs capacity axles (3rd axle lift)
King Pin:
2" heavy duty.
Tires:
12 each 255/70R x 22.5 "H" load range,
PSI 120 KPA 830 steel belted radials.
Wheels:
12 each 8.25" x 22.5", 10 hole hub piloted steel disc wheels.
Brakes:
16.5" x 7" air brakes with spring parking brakes,
automatic slack adjusters and all wheel ABS system.
Suspension:
Air ride suspension with height control valve.
Front Ramps:
Front loading flip ramps with grousers.
Electrical:
12-Volt electrical system with standard 7 way SAE connector.
all LED lighting sealed in rubber grommet mounting to DOT specifications.
Hydraulics:
Wet line hook-up for tractor PTO operation.
Decking:
1 3/4" Rumber flooring, secured to frame with 5/16" self-taping torque screws.
Tie Downs:
19 Each "D" ring tie downs 8 each side.and 3 on rear deck of trailer.
Out Riggers:
20 Each cast steel, lock-in-lock-out 10 each side.
Finish:
Sandblasted to near white, primed with 2 top coats, and choice of colors.

50 Ton, Flip Axle Detachable Gooseneck,
Non-Ground Bearing Lowboy Trailer.

(Maximum Capacity 100,000#)

Available Options for 50-Ton Detach

• Ground-Bearing
• Additional Lengths/Widths
• Gooseneck: Additional Length
• Power Pack
• Hydraulic
• Lockable Toolbox & Chain Storage
• Spare Tire & Wheel
• Rear Deck:
• Ramps: Hydraulic w/3’ Beaver Tail
• 3rd Flip Axle; Air & Electrical
• Aluminum Rims
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Standard Specifications
Framework
Mainframe: 6” Channel
Crossmembers: 3” Channel
Bed: 18’ Flat (or) 16’ + 2’ Dovetail
Flooring: Pressure Treated Pine
Ramps: 3” Channel;  5’ Long Bar-Up (or) Landscape Gate

Undercarriage
Axles: (2) 6,000#
Brakes: Electric
Tires: 235/85 R16E 10PR
Coupler: Gooseneck 2 5/16” Adjustable
Fenders: Tread Plate
Jack: 12,000# Drop Leg

Dimensions
Length: 18’ Flat (or) 14’ + 2’ Dovetail
Width: 82” Between Fenders; 102” Overall

More Specs
Lighting & Wiring: DOT Approved; All Rubber-Mounted Wiring
Electric Breakaway

*Shown with optional sides and split gate

6 Ton Gooseneck
(Between the Wheels)
























































































